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TRANSDUCER PRINCIPLE

POLAR PATTERN

FREQUENCY RANGE
SENSITIVITY AT 1,000 HZ

ELEC. IMPEDANCE AT 1,000 HZ

POWERING

INCLUDED ACCESSORIES

OPTIONAL ACCESSORIES
& COMMENTS

CONDENSER
MICROPHONES

Available in black only.

power supply. (Also
available - C-414E1
Remote, with remotely
selectable patterns. In

cables.
Available in black only

Available in black only.

tubes cannot be used.
CK-1 Condenser capsule
is available separately.

long, bent and straight
extension tubes. AC
and Battery power sup-

C422 C-414EB/P48 C33 C34 C-460B/CK-1 |C-451EB/CK-9| CK-1S C
(Stereo) . (Stereo) (Stereo) (Comb) (Comb)
CONDENSER CONDENSER STEREO CONDENSER STEREO CONDENSER CONDENSER CONDENSER CONSDENSER CONDEN¢
(2x Large twin (Large twin diaphragms) | (2x Small twin (2 x Small twin (Smalt diaphragm) INTEFERENCE TUBE CAPSULE CAPSULE
diaphragms) diaphragms) diaphragms) (24 inch Shotgun) {Prepolari
VARIABLE FOUR SELECTABLE DUAL CARDIOI0! VARIABLE CARDIOID DIRECTIONAL CARDIOID CAROIOI
(Nllne pglm)ams remotely | (Swifch on microphane) (Nine patterns remotely {With rising response)
selectable 5= ERY b selectable) ~
008 ©O (©) @ Q
20 - 20,000 Hz 20 - 20,000 Hz 20 - 20,000 Hz 20 - 20,000 Hz 20 - 20,000 Hz 30 - 18,000 Hz 20 - 20,000 Hz 20-20.C
6 mv/Pa -64 5dBV* 9 mV/Pa -61 dBV* 4.5 mV/Pa -67 dBV* 4.5 mV/Pa -67 dBV* 7 mV/Pa-60.5 dBV* 11 mV/Pa -59 dBV* 9 5 mV/Pa ~60.5 dBV *
200 ohms 200 ohms 200 ohms 200 ohms 200 ohms 200 ohms
UNIVERSAL PHANTOM | o antom 48 v UNIVERSAL PHANTOM | UNIVERSAL PHANTOM | UNIVERSAL PHANTOM | UNIVERSAL PHANTOM | REQUIRES C-460B or FOR USE
Jto 52V 9to 52V 952V 121052V dto 52V C-451EB PREAMP PREAMP
Two transducers. Exceptionally wide Two cardioid palterns. One transducer pair is | Low noise, wide Preamp includes two- Similar to CK-1, but Special ¢
Remote selection of pat- | dynamic range; low Employs two fixed, the other pair 1s dynamic range. Preamp | position base aftenua- with rising “esponse cable ext
terns is ideal for MS self-noise. Unsurpassed | CK-1 type capsules. rotatable through 180°. | includes bass-cut tion switch (0,75,150Hz), | between 2,000 and pole, etc.
and XY recording. Has | for digital recordings. One is fixed; the other is | Couples the “"sound'* of | (50,70,150 Hz) switches | Acceptsall CK capsules | 10,000 Hz. Provides ad-
LED "aiming"" fights rotatable through 180°. popular CK-1 capsules and attenuation listed above. ded *‘presence’ and
used as aid In position- Economical approach to | with remote pattern switch (0,-2008B). priliance & normai
Ing. X-Y stereo recording. selection working distances; or
for preserving clarity at
greater working
distances.
H-15/9 Suspension SA-18 Stand adapter. H-15/6 Elastic suspen- | S-42E Remote contral; SA-30 Stand adapter; B-1E Battery supply: Foam lined viny! case.
mount/stand adapter; W-26 Foam windscreen; | sion; W-34 Windscreen; | H-15/6 Elastic suspen- | W-32 Foam windscreen. | W-19 Windscreen:
W-42 Foam windscreen; | Foam lined vinyl case. Carrying case. sion/adapter; W-34 Foam-lined vinyl case. SA-70/3 Adapter; H-7
MK-42/20 (66 f1.) Foam windscreen; Includes CK-1 Cardioid Pistol grip; Cables and
cable; S-42E Remote MK-42/20 (66 f1.) capsule and A-60 Carrying case. Includes
control; Carrying case. cable; Carrying case. Adapter/Shock mount. CK-9 Shotgun capsule.
N-62E two-channel H-17A Elastic suspen- | N-62E Two-channel N-E2E Two-channel All CK series capsules For C-451EB preamp Available ic nickel H-48 cab
power supply. N-66E sion. N-62E Two- power supply. N-66E power supply. N-66E may be used inter- (available separately): only. . MK-46/3
six-channel power sup- | channel power supply. | Six-channel power sup- | Six-channel power sup- | changeably on C-460, —10and —20 d8 cable witl
ply. N-66E six-channel ply. KM stands. MCH ply. except CK-9. Also VR-2 | attenuation pads. 180° ST-46 sn
and VR-12 extension swivel joint. Short and stand.

nickel only) P-48 AC and Battery power plies. CK-9 Condenser
available in black only. supplies. capsultla iIs also available
KM stands and MCH i i K only. separately.
cau!;san Available in black only. Avallable’in biack only.
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3/ICK9| CK-18 CK-1X CK-2X CK-3 CK-5 CK-8 CK-22 C-535EB C-567E

nb) (Lavallen)
CONSDENSER CONDENSER CONDENSER CONDENSER CONDENSER CONDENSER CONDENSER CONDENSER CONDENSER

ETUBE CAPSULE CAPSULE CAPSULE CAPSULE CAPSULE INTERFERENCE TUBE CAPSULE (Prepolarized) (Prepolarized)

tgun) (Prepolarized) (Prepolarized) (8"2 Inch Shotgun)

_ CARDIOID CARDICID ONMIDIRECTIONAL HYPERCARDIDID CARDIOID DIRECTIONAL OMNIDIRECTIONAL CARDIOID OMNIDIRECTIONAL

(With rising response)

) ) © O & © ) O © O

1z 20 - 20,00 Hz 20 - 20,000 Hz 20 - 20,000 Hz 20 - 20,000 Hz 20 - 20,000 Hz 30 - 18,000 Hz 20 - 20,000 Hz 20 - 20,000 Hz 20 - 20,000 Hz
9 dBv* 9.5 mv/Pe -60.5 dBV * 9.5 mv/Pa -60.5 dBV* | 9.5 mV/Pa -57 dBV * 15 mV/Pa -57 dBV* 8 mv/Pa -62 dBV * 9 mv/Pa -61 dBV * 6 mv/Pa -65 dBv*
200 ohms 200 ohms
PHANTOM | REQUIRES C-4608 or FOR USE WITH C-4608 | FOR USE WITH C-4608 | REQUIRES C-4608B or REQUIRES C-4608 or REQUIRES C-4608 or REQUIRES C-460B or UNIVERSAL PHANTOM | UNIVERSAL PHANTC
C-451EB PREAMP PREAMP ONLY PREAMP ONLY C-451EB PREAMP C-451EB PREAMP C-451EB PREAMP C-451EB PREAMP 91052V 91052V
des two- Similar to CK-1, but Special capsule with Special capsule with Higher directivity com- Eective windscreen/ Designed for medium Popular application for Internal four-pasition Transducer system i
aftenua- wilh rising ~esponse cable extension for fish- | cable extension for tish- | pared to cardioid re- pop filter plus shock- distance dialogue pick- choruses and soloists in | switch. 1) Condenser elastically suspendec
1,75,150Hz). | between 2.000 and pole, etc., applications. | pole, etc., applications. | sponse. Befter sef)ar- mounting makes this up In film and tele- television and sound level 2) Condenser Minimum clothing
K capsules | 10,000 Hz Provides ad- ation when used for unit ideal for handheld vision. Also for hand- studios. Used in prox- level, 100 Hz cut-of 3) | noise. Ideal for voice
ded “‘presunce’ and multi-track recordings. use. Characteristics held uses in noisy or imity to lips, no popping | Dynamic level — 14dB Also serves as proxir
prilliance & normal Features increased gain | and response issimiliar | feedback prone loca- occurs. Has built-in 4) Dynamic level 500 Hz | pickup for stnngs an
working distances; or before feedback. to CK-1 tions. High sensivity wind and pop filter roll-off. other musical instru-
for preserving clarity at over entire working ments because of wi
greater working distance [requency range.
distances.
supply; Foam lined vinyl case. Foam-lined vinyl case Foam-line vinyl case. W-18 Foam windscreen, | Foam-lined vinyl case. SA-31 Stand adapter H-21 Tie clip; H-20 T
reen; Foam-lined vinyl case. pin; W-37 Wiremesh
ipter; H-7 windscreen; H-16 Be
ables and adapter.
3. Includes Foam lined vinyl cast
1 capsule.
preamp Available In nickel H-48 cable hanger; H-48 cable hanger; Available in black only Available in biack only Available in black only. Available in black only W-31 Foam windscreen. | Extremely small and
saralely): only. MK-46/3 3 meter MK-46/3 3 meter KM Microphone stands. | inconspicuous. Satin
20 dB cable with connector; cable with connector, MCH Cables. black non-reflective ¢
ads. 180° ST-46 small table ST-46 small table AC and Battery power face Snap-on wind-
%hO;T a.nﬁ[ stand. stand. supplies. screen eliminates
stralg alable in black only. | Sibilance and papping
ses, AC Aeaiie tn iack oy, AC and Battery powe
.)m::rsup» supplies.
»ondenser ;
0 available Available in black on
slack only.
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DYNAMIC
ICROPHONES

Ls

D-12E D-109 D-125E D-130E D-190E/ES D-222EB
(Lavalien)

DYNAMIC DYNAMIC OYNAMIC DYNAMIC DYNAMIC TWO WAY DYNAMIC
RANSDUCER PRINCIPLE (Two tansducers)

CARDIOID OMNIDIRECTIONAL CARDIOID OMNIDIRECTIONAL CARDIOID CARDIOID
POLAR PATTERN \

) O o O © @)

REQUENCY RANGE 40 - 15,000 Hz 50 - 16,000 Hz 60 - 15,000 Hz 40 - 15,000 Hz 30 - 15,000 Hz 20 - 18,000 Hz

2.2 mV/Pa ~73 dBV*

BENSITIVITY AT 1,000 HZ

1.1 mV/Pa -79 dBV*

1.9 mV/Pa -74 dBV*

1.7 mV/Pa -76 dBV*

1 6 mV/Pa -76 dBV*

1.5 mV/Pa -76.5 dBV *

290 ohms

LEC. IMPEDANCE AT 1,000 HZ

240 ohms

210 ohms

220 ohms

280 ohms

320 ohms

128 dB

bPL FOR < 1 THD AT 1000 HZ

130 dB

128 dB

128 dB

130 dB

124 dB

Large diaphragm system.
Hum-compensation coil. Bass
boost at 100 Hz.

SPECIAL FEATURES

Adjustable *'presence'’ clip
boosts high frequency
response about 10 dB. Con-
toured characteristics over-
comes chest resonance and
"'boominess.”

Hum compensation coll.
Elastically suspended
transducer system. Buill-in
acoustic filter. Takes very
tough handling.

Highly shock resistant for in-
lield news gathering. Omni-
directional characteristic pro-
vides no proximity effect.
Field replaceable transducer
system.

Excellent choice for general
purpose public address. Also
recording live instruments or
general semi-professional
use. Smooth response plus
slight mid-frequency rise for
natural sound

Two-way Cardioid® exclusive
design for complete

absence ol proximity effects.
Three-position bass-cut
switch (0, -6, -12dB at 50
Hz) 4um compensation coil

SA-30 Stand adapter
Foam-lined vinyl case.

NCLUDED ACCESSORIES

Tie clasp; Adjustable neck
cord; 30 ft. lightweight cable
Foam-lined vinyl case.

SA-30 Stand adapter
Foam-lined vinyl case.

SA-30 Stand adapter
Foam-lined vinyl case.

SA-30 Stand adapter
Foam-lined vinyl case.

SA-3! Stand adapter
Foam-fined vinyl case.

Low leedback susceptibility.
Elastic suspension eliminates
handling noise. Ideal for bass
instrument pickup - kick-
drum, guitar, trombone,
Leslie, etc

KM series fioor and boom
stands; MCH Series low and
high impedance cables.

DPTIONAL ACCESSORIES
& COMMENTS

Recommended for enter-
tainers, panels and commen-
tators for stage, TV, elc.

KM series floor and boom
stands; MCH Series low and
high impedance cables.

W-31 Foam windscreen.
Ideally designed to meet
musician's reguirements.
KM series floor and boom
stands; MCH Series low and
high impedance cables

W-31 Foam windscreen.
KM series floor and boorn
stands; MCH Series low and
high impedance cables.

0-190 ES has on-off switch.
W-31 Foam windscreen.
KM series floor and hoom
stands; MCH Series low and
high impedance cables.

W-29/W-29A Front and rear
feam windscreen.

KM series floor and boom
stands; MCH Series low and
high impedance cables.

REQUENCY RESPONSE
CURVES

AKG ACOUSTICS, INC.
SELLECK STREET

STAMFORD, CT. 06902

R03) 348-2121
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I8
E/ES D-222EB D-224E D-310/S D-320B D-330BT D-900E D-58E
(Special Purpose)
TWO-WAY DYNAMIC TWO-WAY DYNAMIC DYNAMIC DYNAMIC DYNAMIC DYNAMIC DYNAMIC
(Two transducers) (Twao transducers) INTERFERENCE TUBE (Ditferential)
{19% inch Shotgun)
CARCI0ID CARDIOID CARDIOID HYPERCARDIOID HYPERCARDIOID DIRECTIONAL CARDIOID (LOBE)
) O © © & © @ o
! 20 - 18,000 Hz 20 - 20,000 Hz 60 - 18,000 Hz 60 - 18,000 Hz 50 - 20,000 Hz 30 - 14,000 Hz 75+ 13,000 Hz
dBv* 1.5 mV/Pa -76.5 dBV* 1.3 mV/Pa -78 dBV* 1 3 mv/Pa-78 dBV* 1.4 mV/Pa -77 dBV* 1.2 mV/Pa -78 dBV* 3 mv/Pa-70 dBV* 0.72 mV/Pa -83 dBv*
320 ohms 260 ohms 270 ohms 290 ohms 370 ohms 240 ohms 240 ohms
124 ¢8 128 dB 128 dB 128 dB 128 d8 128 dB 128 dB

2 for general
address. Also
1struments or
ofessional
sponse plus
lency nse for

Two-way Cardioid® exclusive
design for complete

absence of proximity effects.
Three-position bass-cut
switch (0, -6, -12dB at 50
Hz). Jum compensation coil.

Two-way Cardioid® exclusive
design for complete

absence of proximity effects.
Three-pasition bass-cut
switch (0, -7, -12db at 50
Hz). Hum compensation coil.

Slim-line housing. Built-in pop
filter. Two-piece salety basket
circumvents drop damage.
Recommended where
manipulation of “effects” is
not desired.

Three-part safety grille and
pop screen. Hum compensa-
tion coil. Plug-in transducer
system. Three-position bass-
control switch (0, -10, -20
dB at 100 Hz)

Shock-atisorbing neavy stain-
less-steel mash grille. Built-in
feam filter. Hum compensation
coil. Plug-in transducer system.
Cable and handling noise can-
cellation system (second aut-ol-
phasa transducer). Base conlrol
switch (0, -15, -25 dB at 100
Hz). Presence boost switch
(0, +2, +4 dB at 4,000 Hz).

Transducer coupled to 19 inch
inteference lube. Extreme
directionality. Exceptional
""collimated’’ reach to 3-4x
normal warking distance.
Three-position bass-control
switch (0, -7, -20 dB at 50
Hz) 1o reduce boom and wind
noise.

Strong differential noise-
cancelling characteristics.
Best for communications,
paging and talk-back apptica
tions, or in noisy
environments

japter
/| case.

SA-3! Stand adapter
Foam-lined vinyl case.

SA-30 Stand adapter; W-2 &
W-2A Foam windscreens; In-
dividual frequency curve.
Foam-lined vinyl case.

SA-31 Stand adapter
Foam-lined vinyl case.

SA-31 Stand adapter
Foam-lined vinyl case.

SA-31 Stana acapter
Foam-lined vinyl case.

SA-16/1 Stand adapter; Vinyl
toam-lined carrying case.

Foam-lined vinyl case.

-off switch.
idscreen.
and boom
iies low and
cables.

W-29/W-29A Front and rear
foam windscreen.

KM series floor and boorn
stands; MCH Series low and
high impedance cables.

W-22 Wiremesh windscreen.
Noted for uncolored sound
pickup. Especially suited for
high sound level, wide fre-
quence musical instruments.
KM series floor and boom
stands; MCH Series low and
high impedance cables.

W-23 Foam windscreen.
D-310S has on-off switch
lockable in **on"" position.
KM series floor and boom
stands; MCH Series low and
high impedance cables.

W-23 Foam windscreen.
Varied elfects are created by
three-step bass switch. Easily
worked, minimal handling
noise.

KM series floor and boom
stands, MCH Series low and
high impedance cables.

W-23 Foam windscreen.
Unusual design ad-
vancements indicate the
D-300 series microphones to
be a trouble-free, long-term
equipmant investment.

KM series floor and boom
stands; MCH Series low and
high impedance cables.

SA-70/9 Pistol grip and
boom-suspension adapter.

H-7 Pistol grip. H-70 Boom
suspension. W-19 Foam
windscreen.

Provides high quality speech
reproduction with excellent re-
jection of ambient noise.

KM series floor and boom
stands; MCH Series low and

3-pin XLR type connector
faslens to Flexible gooseneck
GN-7E, GN-14E, GN-20E,
(Numbers designate length
in inches).

KM series floor and boom
stands; MCH Series low and
migh impedance cables.
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