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K-36D

K-60
STEREO HEADPHONES BOOM SETS
[ ] ——). LS T l )
K-120 l K60 | | K36D |
. R | —— T —— |
[ \ ‘
DYNAMIC DYNAMIC } DYNAMIC
TYPE STERED STEREO | W/MICROPHONE
S e | N SR IRl |
DIRECTIONAL ‘ r
CHARACTERISTICS l Q
MICROPHONE Hz | m— = el 1) i I R -
FREQUENCY l
RESPONSE 70-12,000
MICROPHONE Hz ) — | S . i
FREQUENCY ‘
RESPONSE 20-20,000 20-20,000 20-20,000
HEADPHONES Hz - il = I —— T o %_
SENSITIVITY
MICROPHONE | —58dB
IMPEOANCE W
MATCHING 4 10 10,000 4 to 10,000 4 to 10,000
HEADPHONES =
WEIGHT 12 0z. 110z \ 16 0z ‘
—— s
Separate to each
CONNECTIONS Prewired Prewired headphone and
' microphane
Standard Standard
IAP?I?L[I?SES'ES 3-conductor 3-conductor ‘
stereo plug | stereo plug \
OPTIONAL

ACCESSORIES




MICROPHONES ¢ HEADPHONES ACCESSORIES
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MK-7/S-5
connector switch

CABLES

SUSPENSIONS FLEXIBLE
GOOSENECKS
SHOTGUN SYSTEMS
: ; Gt NS L SRS = s
{ H-24 H-68 MSH-58E
H-60 H-69 MSH-58E-2 ||| : n——

SA-7 ::i; SA-16 - T sa18/6 SA-18/1
(For W-24) Als SA-20 M — SA-18/9  SA-18/3

MK SERIES MODULAR CABLE ASSEMBLIES

Modular design of MK Series accessory microphone cable
assemblies provide complete flexibility in adding additional
functions to AKG microphones equipped with a Cannon XLR-3
connector.

Quick-disconnect conversion from low to high impedance with
on-off operation is easy with MK-7/TS-5 cable assembly, which
incorporates a built-in transformer with phone plug at the ampili-
fier end and built-in switch at the microphone connector end.

The on-off switch is recessed inside the microphone connector.
This unique concept preserves the aesthetic appearance of the
microphone, and allows it to be hand-held with complete free-
dom from accidental switch operation. Added weight and dis-
tracting appearance is eliminated.

MK-7 /S-5 cable assembly provides on-off flexibility only with the
recessed switch/connector. MK-7/T-5 converts the microphone
from low to high impedance without the switching facility.




C-451E PREAMPLIFIER with

6 interchangeable capsules

CONDENSER
——
L C-12A J C-24
CONDENSER
TYPE CONDENSER ' STEREOD-TWIN
DIRECTIDNAL Q Q
CHARACTERISTICS
FREQUENCY
EEEORet s l 20-20,000 ‘ 20-20,000
UNIFORMITY OF
RESPONSE** 1 =268 | *248
SENSITIVITYt ‘ —44 dB l —39dB
IMPEDANCE . 50/200 T 50/200
FRONT-TO-BACK l
RATIO (1000 Hz) 2048 ‘ 2048
T ‘ 3ex1 X124 . 10X 1'%
‘ System } System
WENAT g Ibs. } 29 Ibs
[ 1 = Shield “ 1 = Shield
CONNECTIONS 2 + 3 = Audio 2 + 3 = Audio
' Cannon XLR-3 ' Connector 5817C
‘ Power supply w/builf- e . .
in pattern selector } Pfﬁgﬁf ss:ﬂ:%lt{)r
ACCESSORIES Anti-shock Stand adapter
INCLUDED slan%‘adapler Cable S&
Cable set
L Cace Case
PROFESSIONAL 9 i
USER NET | $399.00 ‘ $885.00
o ‘ —
W-11 Windscreen H-12 Anti-shock suspension
ST-200 Anti-shock ST-200 Anti-shock
OPTIONAL floor stand floor stand
ACCESSORIES ST-305 Anti-shock ST-305 Anti-shock
J table stand table stand

**Relative to the published curve

C-451E
COMBINATION
CONDENSER
MODULAR

+25dB

-39dB

50/200

20dB

A

4502

- Shield ‘
2 + 3 = Audio and
phantom circuit supply
voltage from amplifier
Cannon XLR-3

Stand adapter .
Windscreen
Case

$179.00

See C-451E Components
listing column.
Special C-451E technical
brochure with complete
sreciﬁcations and
application information
available on request or
from your AKG dealer.

T(re l mw/ 10 dynes/cm?)

C-451E MODULAR

COMPONENTS
CK-1 Cardioid
capsule & $60.00
CK-1S Cardioid capsule,
rising response  $60.00
CK-2 Omni
capsule O 60.00

CK-5 Cardioid capsule,
shock-mount/
windscreen 50.00

CK-6 Variable capsule.

Omni to cardioid to figure:

eight w8 12000
CK-9 Interference tube
(shotgun) {3 120.0
B-46ES Battery

power supply 45,00

N-46E a.c. power supply
for two C-451F with bass
cut and bass

rolloff 150.00
N-48 Multiple a.c.
power supply 50.00

PU7B A.C. power supply
for 6 C-451E  $300.00

C-451E Preamplifier only
for ali capsules 98.00
VR-1 12" extension

tube 40.00
VR-2 52" extension

tube 110
A-50/10 10 dB pad16.00
A-50/20 20 dB pad16.00
A-51 Swivel 22.00

A-52 Phantom power mod-

ule for 1 C-451E 14.00
KF-1 50 Hz bass
cut filter 40.00

W-3 Windscreen for
CK-1, CK-2 5.0

W-9 Windscreen

for CK-9 22.00
W-17 Windscreen
for CK-1, CK-2 22.00

H-60 Shock suspension,
C-451E 16.50

H-69 Boom suspension,
CK-9 46.00

SA-15 Stand adapter,
C-451E 6.00
SA-18/1 Stand adapter,
C451E 16.50
SA~|8I3 Stand adanter,
16.50

Ml: 20 20" microphone
cable 14.00
MC-50 50" microphone

cable 21.00

MK-15/1.5 Connector
cable for N-48 15.0

C-451E/CK-1/CK-9
SHOTGUN SYSTEM

CONDENSER
MODULAR

C-451E/CK-1/CK-9
combination condenser
cardioid/shotgun system
in carrying case is
complete with the

following, interchange-
able modules.

C-451E Preamplifier

CK-1 Cardioid capsule

W-3 Windscreen

SA-15 Stand adapter

CK-8 Shotgun tube

SA-18/3 Stand adapter

W-8 Windscreen

H-69 Boom suspension

H-7 Pistol grip

B-4BES Battery Supply

MC-20 20’ cable

Fitted carrying case
User Net $463.50

C-451E/CK-9
SHOTGUN SYSTEM

C-451E/CK-9 combi-
nation condenser
shotgun system in
carrying case is complete
with the following,
interchangeable modules.

C-451E Preamplifier
CK-9 Shotgun tube
W-9 Windscreen
SA-18/3 Stand adapter
H-7 Pistol grip
B-46ES Battery Supply
MC-20 20’ cable
Fitted carrying case

User Net $352.50

TYPE

DIRECTIONAL
CHARACTERISTICS

FREQUENCY
RESPONSE Hz

UNIFORMITY OF
RESPONSE**

SENSITIVITY?

IMPEDANCE

FRONT-T0-BACK
RATID (1000 Hz)

DIMENSIONS
IN INCHES

WEIGHT

CONNECTIONS

ACCESSORIES
INCLUDED

PROFESSIONAL
USER NET

OPTIONAL
ACCESSORIES

2+
Cann¢

SA-1

H-24 Ar
SA-1(
(ant

Mi

an

**Relative to the


http:pad16.00
http:pad16.00

off

D-S00E
D-S00E SYSTEM

OMNI- SHOTGUN
TWO-WAY CARDIOID DYNAMIC DIRECTIONAL DYNAMIC
i . ‘I : T e e e R e e R R S e
D-200E D202 I D-900F
. oaols | pawegooM | D22 ~ DIBE | pgoge SysTEM
TP I TWOWAY THOWAY LU P .

\

] T
DIRECTIONAL Q Q

CHARACTERISTICS | |

|
FREQUENCY
RESPONSE Hz | 30-15,000 l‘ 30-15,000 | 20-18,000 | 18, 3 13,
UNIFORMITY OF T‘_ l
RSP | +3d8 \ +2 dB | +2d8 ' +25d8 J- 3 d8
SENSITIVITYt ‘ —55dB . —53dB \ —55dB . —55dB ( —50dB
IMPEDANCE i 200 ‘ 200 ‘ 200 l 200 1 200
FRONT-TO-BACK ! . ‘F
RATIO (1000 Hz) . 18 dB J'__ 20 dB i 20 dB non-directional ‘ 18 dB
i
DIMENSIONS 50 x1S ! T— 3415, 1%, ‘ 1
IN INCHES | T5x1% ‘ 8% 1%x%, # 7x % | 26%4x1%
_ 7;{_______,__ — - ———— —————— ———— e — e ——————————————— ! —— ——
WEIGHT | 8oz | 950z ( 95 0z, . 7502 . 17 0z
74_-_‘_;___7,_,4,__ T____fiik_ TPt S| PN =
1 = Shield | 1 = Shield | 1 = Shield 1 = Shield g 1 = Shield )
CONNECTIONS l 2 + 3 = Moving Coil 2 + 3 = Moving Coil ‘ 2 + 3 = Moving Coil 2 4+ 3 = Moving Coil . 2 + 3 = Moving Coil
Cannon XLR-3 l Cannon XLR-3 Cannon XLR-3 Cannon XLR-3 Cannon XLR-3
SRRSO AN - C—— ;,,L,- Jﬁ = [ S
SA-20 Stand adapter SA-16 Stand adapter ' SA-18/ 3 Stand adapter ' Stand adapter Stand adapter
fﬁéﬁggﬁlis l 15 cable l 15/ cable 15 cable 5’ cable 15’ cable
{ T-119 Case | Case ‘ Case Case Case
|
— R T R S
D-202E $130.00
PROFESSIONAL D-200E $69.00 . D-900E $149.00 ’
USER NET | -200TS $84.00° D- zgfgosggm $185.00 $55.00 D-900E SYSTEM $246.00
M-ﬁ—’—w’-k B e W9 Windscreen
" SA-18/9 Stand adapter
% W-4 Windscreen ] W-7 Windscreen for H-68 Boom suspelnsuon
' —IBS/!gn?:rr:idaﬁapler SSEIng/aS;dS?aﬁgzaEdgm} W-2 Windscreen MK Series Cabl %Kg%%rgessyfgne[ss
gEEIE%g?)IﬁIEs anti-shock stands MK Series Cables MK Series Cables Staﬁd]:rsd 2l |  complete with SA- 18/9
*(Boom Version complete S'tarl_\lda;d i"dd anti-shock stands stand adapter, H-68
“D-200TS camplete with an-off |  with special suspension, anti-shock stands boom suspension,
“"’”Ch Hi impedance trans- | front and rear wind screens) windscreen, MC- 20
ormer and phone plug. cable in f|tted
i - carrying case-

**Relative to the published curve t(re 1 mw/10 dynes/Tmﬂ




D-190ES

CARDIOID DYNAMIC

[

D-24E D-190ES
DYNAMI DYNAMIC
TYPE . W/ ON-OFF SWITCH
MRECTIONAL Q ' Q
JHARACTERISTICS
ETENeL. 30-18,000 40-15,000
. e | r— —
UL +25d8 +3 48 ‘
\
SENSITIVITY t —-52 dB —53dB [
— ——— = e =poie QljaE
60 or 200
MPEDANCE (specify) 200
FRONT-TO-BACK |
RATIO (1000 H2) 18 8 2048
X' INCHES eI, 6114
WEIGHT 60z 6 oz
1 = Shield 1 = Shield
CONNECTIONS 2 + 3 = Moving Coil 2 + 3 = Moving Coil
Cannon XLR-3 Cannon XLR-3
ACCESSORIES SA-11 lsstlaggb?gapter SA-1 ll%tlaggb?gapter ‘
INCLUDED T-119 Case T-119 Case
odiigod $160.00 $55.00*
S || (ST | | e 1
W-24 Windscreen :
H-24 Anti-shock suspension Stan\gﬁdwa':gscre.e"
anti-shock
SA-10/3 Stand adapter
OPTIONAL ( d ton) stands
ACCESSORIES aIoUt capreLLorn “D-190ES is low impedance
MK Series Cables only with on-off switch on
Standard and microphone. Order accessory
anti-shock stands MK-7/T-5 transformer/
phone plug cable for high
impedance use.

**Relative to the published curve .

=

SA-11 stand adapter
15" cable
T-119 Case

D-190E
D-190TS

$50.00
$65.00"

W-8 Windscreen
Standard and anti-shock
stands

*D-1907S complete with on-off

switch, Hi impedance
transformer and phone plug.

D-1000E
D-1000TS

:
D-707E
£707TS

D-190 D-707E | D-1000E

D-190TS D-707TS ‘a D-1000TS
DYNAMIC ‘ DYNAMIC

| Dy l W/MODE SWITCH
T ]
\

40-15,000 | 50-15,000 . 40-16,000
+3dB +35dB +35dB
—53dB —53dB —52dB

|

200 or Hi ‘ 200 or Hi 200 or Hi
(specify) (specify) (Specify)
20d8B ’ 15dB 18dB
614x1%; ' 6x 1%, 6x1X%s

6 oz 40z, 9); 0z
| | . | T
1 =Shield 1 = Shield 1 = Shield
2 + 3 = Moving Coil 2 + 3 = Moving Coil 2 + 3 = Moving coil
Cannon XLR-3 Cannon XLR-3 Cannon XLR-3

SA-11 Stand Adapter

SA-12 Stand adapter

15 Cable 15’ Cable

T-119 Case T-119 Case
D-707E  $39.50 D-1000E $60.00'
D-707TS  $49.50* D-1000TS  $75.00

Standard and anti-shock
stands
*D-707TS complete with on-off |

switch, Hi impedance trans-
former and phone plug.

W-4 Windscreen l

W-4 Windscreen
Standard and anti-shock
stands

*D-1000TS complete with on-off
switch, Hi impedance trans-

former and phone plug.

t(re 1 mW/10 dynes/cm?)




D-S00E

Non-detachable cable

AR

ACCESSORIES

Stand adapter Neck cord w/he clip

D-900E SYSTEM g _
| {5
, -50
SHOTGUN d
DYNAMIC SPECIAL PURPOSE DYNAMIC
T T T e [
- (R N ST D.56E D53 | D507
i i o ' . SHOCK MOUNTED® ] .

DYNAMIC TYPE DYNAMIC { DYNAMIC ‘ NOISE-CANCELLING DYKAMIC NOISE-CANCELLING
INTERFERENCE/ GRADIENT LAVALIER LAVALIER DIFFERENTIAL { - OIFFERENTIAL
DIRECTIONAL l ‘ ‘ | Q

CHARACTERISTICS { \ 1 |
e | FREQUENCY "ll’ D e TR .7' o
40-13,000 RESPONSE. Hz ‘ 50-15,000 ‘ 50-15,000 ‘ 70-12,000 | 50-15,000 _ 70-12,000
— S #i Iy || s | | S ———— S
UNIFORMITY OF |
+3 48 Nl Reseonse | | +5dB L +5d8 l +5d8 +35d8 . +5d8
—50dB SENSITIVITYt | —56 dB ‘ —56 d8 } —58 dB ] —52 dB . — 548
[ ‘ 60 or 200 \ ti
200 IMPEDANCE 1 200 l 200 \ (specify) 200 “ 200
18 dB ﬁ’;‘,’,"oﬁ{gbﬁ,"ﬁ,", non-directional ] non-directional ‘ 25 dB | 15 d8 l 18 dB
N il o S i B N | 1
i R R S
17 0. o WEIGHT ' 150z ‘ 2750z ‘ Lloz { 155 oz. ' 155 oz
- —
1 — Shield % ghlde}d _— % e ghleid ; ‘ 1 = Shield 1 = Shield | 1= Shield :
+3. : ; = Red (in phase ed (in phase | 2 4+ 3 = Moving Coil 2 = Red (in phase) 2 = Red (in phase
(zlann?)n X&?;mg cotl SRS . 3 = White 3 = White . Cannon )(LR-OBVIng " . 3 = White 3 = White

Non-detachable cable Non-detachable cable

Non-detachable cable

S A

Neck cord w/tie clip ‘

1314 flexible gooseneck 1314 flexible gooseneck

|
1
1
i

Built-in connector
’ * cabl > ;
ISCgsaeble INCLUDED l cg:e 4 30(:::& % ] Case l with cable i with cable
— e — _L\ — —‘[ N == J_ R —_—
D-900E $149.00 PROFESSIDNAL
D-900E SYSTEM $246.00* USER NET $49.00 4‘ $80.00 ’ $43.00 | $55.00 $55.00
N V\ggg\,ﬂlsinds;reden t . . ;‘. i | S o s o s 41__] - _
SA-18/9 Stand adapter { s A
on “With internally W-3 Windscreen
HfﬁKBS%:Eer(ia[’ggssl suspended capsule. ‘ MSH_;ggsg;{eféﬁxible .
com%l%(t)e w?lyr? \‘?Aﬂllgw RE(TIIE%’S“[‘)II-HES ‘ ‘ MSH-58E-2 20 flexible Standard and anti-shock l Standard and anti-shock
stand adapter, H-68 gooseneck stands stands

boom suspension, W-9
windscreen, MC-20
cable in fitted !
carrying case. |

|

“*Relative to the publighed curve

MK Series Cables [
Standard and anti-shock
‘ stands }

t(re 1 mW/10 dynes/cm2)




ST4
$T-305

ST-101
$T-200
$T-201

w2
w3
w-4
Ww-7
W-8
W
W-9A
w-17
W-24

SA-7
SA-10/3
SA-11

SA-12
SA-15
SA-16
SA-18/1
SA-18/3
SA-18/6
SA-18/9
SA-20

H-7
H-24

H-60

H-68
H-69

MSH-58E

MSH-58E-2

MC-20
MC-50

MK-7/T-5

MK-7/8-5

MK-7/T5-5

AKG MICROPHONE ACCESSORIES

MICROPHONE TABLE STANDS
Table Stand
Anti-shock table stand

MICROPHONE FLOOR STANDS

Heavy duty floor stand with collapsible base
Anti-shock floor stand with collapsible base
Lightweight floor stand with folding base

WINDSCREENS
Windscreen for D-224€. Foam type
Windscreen for D-58E, C-451E. Foam Type
Windscreen for D-200E, D-1000E. Foam Type
Windscreen for D-202E Foam Type
Windscreen for D-190E/ES/TS Foam type

Windscreen for CK-9, DIOOE shotguns. Foam
Rear Windscreen for D-900E and D-202F
Windscreen for C-451E. (CK-1, CK-2)
Windscreen for D-19E/200, D-24E

STAND ADAPTERS
Stand Adapter for W-24 Windscreen (Replacement)

Stand Adapter for all microphones with Cannon
XLR. Fits around connector

Stand Adapter for D-19E/200, D-119ES, D-24E,
D-190E, D-7D7E (Replacement)

Stand Adapter for D-1000E (Replacement)

Stand Adapter for C-451E, D-150

Stand Adapter for D-202E, D-900E (Replacement}

Stand Adapter for C-451E. Metal w/locking clamp

Stand Adapter for D-224€, CK-9, D-300E. Metal

Stand Adapter for D-200E, Metal w/locking clamp

Stand Adapter for D-202€, D-900E. Metal, locking

Stand Adapter for D-200E (Replacement)
ANTI-SHOCK SUSPENSIONS

Rubber “pistol grip” handle for SA-18 adapters

Antishock suspension for D-19£/200, DIL1SES,
D-24€, D-190E, D-707E

Anti-shock stand suspension for C-451E
Anti-Shock Stand Suspension for D-900E
Anti-shock boom suspension for D-224E and CK-9,
D-900E shotguns
FLEXIBLE GOOSENECKS

8" flexible gooseneck with connector for D-24E,
D-58E, D-19£/200, D-200€, D-707E, D-190E

20" flexible gooseneck with connector for D-24E,
D-58F, D-19€/200, D-200€, D-707€, D-190E

CABLES FOR ALL MICROPHONES

20" microphone cable complete with XLR-3 type
male and female connectors

50' microphone cable complete with XLR-3 type
male and female connectors

15" microphone cable assembly with built-in low
to high impedance transformer/phone plug. For
all microphones with Cannon XLR-3 connector

Microphone cable with on-off switch built-in to
microphone connectors and free end’ for
amplifier connection. For all microphones with
Cannon XLR-3 connector

Microphone cable assembly complete with built-in
low to high impedance transformer/phone plug
and on-off connector/switch. For all microphones
with Cannon XLR-3 connector

DISTRIAUTED BY

TELEPHONE (212) 697-3600

101 x 51-1070-10 MF

User Net

$12.00
19.50

24.00
47.00
21.00

5.00
5.00
6.00
7.00
7.00
22.00
6.00
22.00
31.00

6.00

7.00

3.00
3.00
6.00
3.00
16.50
16.50
16.50
16.50
3.00

12.00

16.50
16.50
46.00

46.00

17.00

20.00

14.00

21.00

16.00

14.50

21.50

MICROPHONES + HEADPHONES

NORTH AMERICAN PHILIPS CORPORATION
100 EAST 42na STREET. NEW YORK. NEW YORK 10017

User Net
MICROPHONE CASE
T-119 Microphone case 2.00
HEADPHONE EAR CUSHIONS
1-60 Adapter for K-60 ear cushion, replacement pair 2.25
2-61 Ear cushion for K-60, replacement pair 3.00

CABLES FOR CONDENSER MICROPHONES

MK-12A/20  Power supply cable for C-12A 92.00

Connects N-12A power supply to V-12A microphone
amplifier. 66" long with two connectors

NF-12A/5 Audio output cable with one connector for N-12A

Audio power supply, 15" long with free end 22.00
MK-24/20 Same as MK-12A720 but for C-24 92.00
NF-24/5 Same as NF-12A/5, but for C-24 22.50
RL-24/10 Paltem selector cable for C-24 44.00
MK-15/1.5  Connector cable for N48 15,00
POWER SUPPLIES FOR CONDENSER MICROPHONES
B-46ES 9 volt d.c. battery power supply for C451E. On-off
switch and cannon connectors for in-line use 45.00
N-12A Power Supply for C-12A 180.00
N-24 Power Supply for C-24 192.00
N-46E A C. power supply for two C-451E. Individual bass
rolloff and bass cut. Trim plate for rack panel
mounting 150.00
N-48 Multiple a.c. power supply to feed to 20 C-451E;
with MK-15/1.5 50.00
PUTB A.C. power supply for 6 C-45]E 300.00
A-52 Phantom powering module for 1 C-451E 14.00
EXTENSION TUBES AND SWIVEL FOR C-451E
VR-1 12 extension tube for C-451E. (CK-1, CK-2, CK-6) 40.00
VR-2 Same as VR-1, except 52" long with swivel mount  110.00
A-51 Swivel for C-451E. (CK-1, CK-2, CK-6) 22.00
AMPLIFIERS FOR CONDENSER MICROPHONES
C-451E Preamplifier module only for use with CK-1, CK-1S,
CK-2, CK-5, CK-6, CK-9 Condenser Capsules 98.00
V-12A Amplifier with microphone capsule for C-12A sys-
tem (Replacement) 230.00
v-24 Amplifier with 2 microphone capsules for C-24 sys-
tem (Replacement) 470.00

CAPSULES FOR C-451E PREAMPLIFIER—INTERCHANGEABLE

CK-1 Cardicid condenser microphone capsule only for
60.00

CK-1S Cardioid condenser microphone capsule with

rising response 60.00
CK-2 Omni-directional condenser microphone capsule

only for C-451E 60.00
CK-5 Cardioid condenser microphone capsule with

integral shock mount and windscreen 90.00
CK-6 Variable pattern omni/cardioid/figure-eight con-

denser microphone capsule only for C-451E 120.00
CK-9 Interference tube (shotgun) with built-in condenser

microphone capsule only for C-451E 120.00

BASS FILTER AND OUTPUT PADS
KF-1 50 Hz bass cut-off, in-line filter 40.00
KF-2 10 dB in-line output pad 30.00
A-50/10 10 dB pad for C-451E preamplifier 16.00
A-50/20 20 dB pad for C-451E preamplifier 16.00

AKG Service Department 30-30 Review Avenue
Long Island City, N.Y. 11101 « Tel. (212) 786-6400

PRINTED IN U.S.A.




