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NEW MAXELL CASSETTES HAVE FOUR WAY WORKING LE. 


UDC-LP 
3 New UDC-60 cassettes 
and 3 new UDC-90 cas
settes in a luxurious black 
and white vinyl six pack 
that fits conveniently on 
a library shelf, contains 
ample index note space 
and protects your valued 
cassettes in a premium 
moulded snap-in case, 
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00.] UL TRA DYNAMIC CASSETTES 
(HIGH BIAS) 

• New Standards o f high reliability 

• 	New levels of consis tency, running efficiency 
and uniformity 

• 	New high sensitivity and outstanding improve
ments inS/N Ratio 

• 	 Improved extra high saturation level 

• 	Extremely wide frequency response with extra
high pass characteris tics 

(See Frequency Response) 

• 	Extremely low print through even after long periods of storage preserves 
original quality of recording 

• 	Maxell's new PX Gamma Hematite is the most advanced oxide formula
tion in the magnetic tape industry 

• 	New thermal hardening type b inder ensures superb durability even in ver y 
heavy duty use 

• 	Improved mirror oxide surface finish achieves new levels of o utput lev el 
consistency and extends high-pass output 

• 	New cassette shell , wi th super high precision finiSh, has dimensional ac
c uracy which sets a new and much higher standard 

ELE CTR I 

UD Model 
Recording Time 

(17 '8 ips) 

UDC-46 46 min . (23 x 2) 

UDC -60 60 min . (30 x 2) 

UDC-90 90 min. (45 x 2) 

UDC-120 120 min. (60 x 2) 

_________ OPEN REEL----

ULTRA DYNAMIC (HIGH BIAS) 

This new ULTRA DYNAMIC Tape is truly an out 
standing, premium quality product which is in a 
cla ss by itse lf-unmatched and unparalleled in 
m gnetic tape, It was developed exclusi v ely for ex
ceptionally high quality, high f idelity applications. 
The technologica l improv ements embodied in the 
exclusive ULTRA DYNAM IC tape construc tion are 
trul y epoch making. M A X ELL's unique and ad
va nced tec h n iques plus an entirely new type of 
binder system contri bute to the ou tstanding and 
desirable characteristics o f this t ape . 

Total Tape 
Ba se Thi ckness Length Reel 

Model Material (microns) (ft) Size 

UD50-lOR metal 
(1 .5mil.) 

2500Polyester 50 
10'12"This u niq u ,o rnb lna
NABt ion of t h f inest q u a l

Ity op n re I tape a n d Polye'ster 7" 
111 mo -t p ractic I, yet 

1200UD50-7 50 
(15mi!) e

lu urious , IIblalY ck metal 

ge is a v nllnble wi th 


Polyester 3600UD35-lOR 35 
(1 .0 mil) 10'12" 

U D50- 7 V P or U D35 NAB 
7 V P . , . tru ly t h E' per  0 035-7 7 " 
fec t tape in the per fe t 

P olyester 180035 
(l.Omil,)

package _ 
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,fERS AND FRAME LOCKED BONDED PRESSURE PADS 

II~ILOW NOISE CASSETTES 
(NORMAL BIAS) 

• 	Smooth frequency response and good dy

namic range plus excellent S 'N ratio, make 

the new LN Cassettes fully capable of 

High Fidelity performance 


• 	Unique new leader has: head cleaning 
function, running direction indicator, side 
A or B indicator, and 5 second cuing mark 

• 	Entirely new precision aligned pressure 
pad structure with pad bonded into pan 
shaped retainer insures against any mis
alignment of pad position 

Recording TimeLN Model (Ills ips) 

30 min. 05 x 2)C -30 
60 min. (30 x 2)C-60 
90 min. (45 x 2)C-90 

120 min. (60 x 2)C-120 
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M ICROSCOPE PHOTO OF MAGNETIC PARTICLES 

MAXELL tt~.5 

Pre mium Quality . . . S t andard Pric es .. . Superb 
Mec hanism .. . F o ur F u n c tion W orki n g L ead e r . . . 
Frame L o cked Pressure P ads ... MAXELL L OW
NOISE C asse tt e T ape h a s virtually elim inated 
n o ise fro m the t ape a n d is f ar superio r t o conven
t ion al p remium casse ttes. It s excep tional dynamic 
range and extended freque n cy response m akes 
MAXELL LOW-NOISE a sup e rb quality tape in a 
smooth running, trouble free. heavy duty precision 
housing. 

CONVENTIONAL 

Total 
Base Thickness 

Model Material (microns) 

--rape-- 

MAXELL LOW NOISE tape is a high efficiency low noise tape. 
Quality control and precise manufacturing processes as
sure uniformity, reliability and consistent wide frequency re
sponse. Mirror finished oxide surface improves tape to head 
surface contact and eliminates drop out as well as reducing 
friction and wear. 

The exceedingly low print through characteristics of LNE 35, 
(far superior to conventional tapes), makes it capable of stable 
performance for recording and reproduction even after long 
periods of dead storage. 

STANDARD 

(NORMAL BIAS) 

MAXELL STANDARD 
tape is an all-round 
high consistency tape 
which can be used with 
excellent and extreme
ly uniform results for all 
general recording appli 
cations. 

Total Tape 
Base Thickness Length Reel 

Material (microns) (ft) Size 
7"Acetate 50 \ 1200 

0.5 mil.) 
p-olyester 35 1800 7" 
(1.0 mil .) 

LNES-o-foR P o lyester 
05mil.) 

- LNE50=-j - Polyester 
0.5mil.) 

LNE35-10R 	 Polyester 
(l.Omil.) 

LNE35-7 	 Polyeste r 
(l.Omil) 

.--- 
LNE25-7 	 Polyester 

(0.5mil.) 

LNE1S-7 	 Polyester 
(0.5mil .) 

LOW NOISE (NORMAL BIAS) 

50 

50 

35 

35 

25 

IS 

Length 
(ft.) 

2500 

. 1200 

3600 

lS00 

2400 

3600 

Reel 
Size 

metal 
101/z" 
NAB 
7" 

metal 
10'12" 
NAB 

7 " 

7" 

7" 



8-TRACK 
CARTRIDGES 
ST-200 ST-300 
ST-400 

MAX ELL's high reliabil 
ity, smooth running heavy 
duty construction com
bined with high perform
ance tape formulations 
ensure optimum cartridge 
results : 40H to 12KH , su
perb SIN ratio (3dB better 
than ordinary tape) ... wid
est dynamic range ... less 
than .3% wow & flutter (af
ter 300 hours operation ... 
high quality tough polyes
ter base provides high re
sistance to moisture and 
- 20 c to +80 c operating 
temperature range . .. When 
all is said and done , results 
are what coun t, and spec
tacular results are what you 
get wi th MAX ELL tape 
cartridges. 

Tape Length Recording Time 
Model (tt.) (min.) 

4 0 
ST-300 
8T-200 200 

64 
ST-400 

300 
400 80 

Maxell Corporation of America 
130 W . Commercial Ave., Moonachie, N .J. 07074 

Phone: 201·933·4200 
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STATEMENT OF COMMITMENT 
Ours is an age of superlatives; particularly 
in the area of product claims and counter
claims. Products are described wi th words 
like "reliability," "dependability ," "quality," 
and "consistency." Ev erything from pencils 
to space vehicles are refferred to with these 
words. The true meaning of these words 
now becomes a matter of degree. Such as: 
How much quality? How much reliability? 
How much consistency? 

You will finds words like those w e have men
tioned throughout this brochure . But, we 
have chosen to use them with great care. 
The quality, dependability and reliability are 
integral parts of all Maxell products includ
ing the NEW ULTRA DYNAMIC Cassettes. 

The total superiority of the NEW UD Cas
settes is the result of the essential factors 
of precision craftsmanship, superior engi
neering, and material excellence. 

When you choose Maxell UD Cassettes, you 
can be certain that they represent the most 
advanced achievement in the state of the 
art of magnetic tape products backed by a 
firm commitment to provide you with the • 
magnetic tape product that suits your needs 
with the finest product that can be made 
and w ithout compromise. 

Look for the color
ful MAX ELL dis
play at your local 
dealer . It contains 
everything to fill all 
your magnetic tape 
needs. You can be 
sure of the finest 
quality tape prod
ucts when they 
carry the MAXELL 
name. 

maxell 


